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A131
High level audible warning 

 is a high 1 
electronic siren in a compact and easy to install

 Using up to four  it can 
in a variety of ways and is ideal as 

 alarm to cover outdoor  areas 
high noise or smaller COMAH
(Seveso 

Offering a choice of three alarm  selected from 
choice 45 tones including many national standard   it
can be in 
security and general alarm systems where existing 
ment is not powerful or the system needs 

 speaker horns are suitable for pole or wall 
and are to which makes them suitable for
use in the most ar
locations  come pre-wired with 10m of cable to 
a quick installation and can positioned  in a variety of wa s

 suit the application.

 has the option of battery back up which means it
can deliver it s safety warning even in the event of a w

for up to 30 days in standby and 30 minutes in alarm.

 siren is by push either on the 
control box or via a remote panel 
remote contact from another  system which can be linked 

dwir  cables or 
control using telemetry to create a 

w

has considerable experience in this field and is able 
offer pre and post installation
support including assistance with siren selection.

Specification:

configurations have the following 
specification:

Audible Horn Units
Operating  -20 to +55°C

ting: IP66
Weight: 4.7kg per 

Control 
 

dc to ac 
115 or ac to ac 

Operating  -20 to +55°C
ting: IP66

Weight: 1.5kg 1 Horn 
2.9kg 4 Horn 
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Multi-horn Control Unit 
nstallation:

G4

Stage 1 Frequency Description Stage 2 Stage 3

 1 340  2  5 2 800/1000Hz 0.25 sec rnating  17  5

 3 500/1200Hz 0.5 sec Whoop  2  5

 4 800/1000Hz w  6  5

 5 2400Hz  3  20

 6 2400/2900Hz w  7  5

 7 2400/2900Hz w  10  5

 8 500/1200/500Hz w  2  5

Single Horn Control Unit
mounting installation:
A131xxxxxG1

Part codes:

ersion:  oltage:   ange: Part code: ent:

1 Horn    dc dc    A131DC24G1 3.20A

1 Horn    ac    ac  A131AC230G1 0.78A

1 Horn    ac    ac  A131AC230G1 0.39A

  9              1200/500H                                                   15          2             

  10            2400/2900H rnating                                                               7            5             

  11            rmitt                                                                        2            5             

  12            800/1000H rnating                                                           4            5             

  13            rmitt                                                                        15          5             

  14            0.25sec on, 1 sec rmitt                                                  4            5             

  15                                                                                                 2            5             

  16            150mS on, 150mS rmitt                                                18          5             

  17            - 32-001                                          2            27           

 18 660Hz 1.8sec on, 1.8sec off rmitt  2  5

 19 0.5s -NFC48-265  2  5

 20 660Hz Continuous  2  5

 21 554Hz/440Hz Alternating  2  5

 22 544Hz 0.875 sec  rmitt  2  5

 23 800Hz rmitt  6  5

 24 800/1000Hz Sweeping  29  5

                                                                                                                    25 2400/2900Hz Sweeping  29  5

 26 Bell  2  15

2 Horns  dc dc    A131DC24G2 6.50A

2 Horns  ac    ac  A131AC230G2 1.60A

2 Horns  ac    ac  A131AC230G2 0.78A

 27 554Hz Continuous  26  5

 28 440Hz Continuous  2  5

 29 800/1000Hz Sweeping  7  5

 30 300Hz Continuous  2  5

                                                                                                                    31 660/1200Hz Sweeping  26  5

                                                                                                                    32 tone chime  26  15

3 Horns  dc dc    A131DC24G3 9.80A

3 Horns  ac    ac  A131AC230G3 3.90A

3 Horns  ac    ac  A131AC230G3 1.50A

 33 745Hz rmitt  2  5

 34 1000 2000Hz 0.5 sec Alternating - Singapore  38  45

 35 420Hz 0.625 sec Australian Alert  36  5

 36 500-1200Hz 3.75sec /0.25sec  Australian  35  5

 37 1000Hz Continuous - Gas  9  45

                                                                                                                    38 2000Hz Continuous  34  45

4 Horn:s dc dc    A131DC24G4 13.2A

4 Horns  ac    ac  A131AC230G4 4.20A

4 Horns  ac    ac  A131AC230G4 1.95A

Other voltages available on 
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 39 800Hz 0.25sec on, 1 sec off rmitt  23  17

 40 544Hz - 32-001  31  27

 41 Motor Siren - slow rise to 1200 Hz  2  5

 42 Motor Siren - slow rise to 800 Hz  2  5

 43 1200 Continuous  2  5

 44 Motor Siren - slow rise to 2400 Hz  2  5

 45 1s on, 1s off rmitt  - Gen. Alarm  38  34
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Schematic Circuit:
unit with c

for S2 and S3 for 
and third stage alarms

Schematic Circuit:
unit with c

for S2 and S3 for 
and third stage alarms
using negative swit

Schematic Circuit:
unit with c

for S2 and S3 for 
and third stage alarms
using positive swit
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 election:

 audible alarm system has the to use 
+ve or –ve switching to change the tone to the second 
third  For –ve switching connect the two pin 
on the master pcb to the –ve and centre  For +ve switch-
ing connect the pin headers to the +ve and the centre 

 change to the second stage  c
either a -ve or +ve supply line to terminal S2 on the 

 on which switching mode is being 

while maintaining the dc supply to the +ve and –ve c
unit input rminals  for the third stage 
c  a -ve or +ve supply line to terminal S3 on the 

  supply to the S3 terminal automatically 
a supply to the S2 rminal

switch the second and third stage tones on the 
remotely connect the -ve terminal on the way rminal
block on the master pcb to the S2 terminal for the 
stage tone and the S3 terminal for the third stage 
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No is accepted for any consequence of the use of this document.

 technical specification of this unit is subject to change without notice due to our
pol of continual product development. dimensions are approximat his unit 
sold subject to our standard  conditions of sale  a copy of which is available on equest.


